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Printing method

Thermal line printing

Resolution

203dpi (8 dots/mm)

Printing speed (mm/sec)

80 High Quality, 120 Normal, 150 High Speed

Character set

PC437, PC850, PC860, PC863, PC865, PC858 (euro)

Type styles

Normal, 1x to 8x height and width, reverse,underscored, italic, bold

Printing direction

Straight, 90, 180, 270

Paper width

80mm

Paper thickness

From 65 to 100pm

Roll dimension @ 80mm
Emulation CUSTOM/POS
Interface Serial 25pin / USB-Serial 9pin
Data huffer 4KB
Flash memory 384 KB

Graphic memory

2 logos of 576 x 911 dots

Drivers

Win 2K, XP; Linux, OPOS, JavaP0S

Power consumption

1,5A*

Power supply) 24 Vdc + 10% (external power supply)
DKD function 1 driver or customer display direct connection
MTBF 360.000 hours™*
Safety ENG0950 +A1+A2+A3+A4
Marks CE, UL, cUL, TUV, RoHS compliant
Dimensions (WxDxH) 140x150x117mm
Weight 0,9Kg

C€ @ *50% printing rate

**electronic board

80mm Paper Width O
3 Patented Systems O
High-Volume O

Charming Design O

Q1 The Ultimate Receipt Printer

Q1 is specially designed for high-volume retail
applications and, with its charming design, it blends
in perfectly with any kind of POS environment.

Q1 is a high-technology printer equipped with three
patented systems, including the autocutter with rotating
disc (belt drive) that guarantees high reliability and
more than 1,000,000 cuts.

Q1 is available in two attractive case colour versions:
shiny milk white and bright black.
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