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Accessories

� Hand strap

Software
(not supplied)

� �BHT-BASIC Development Pack 

(BHT-BASIC 3.6 Compiler, BHT-BASIC 

Remote Debugger, IR Transfer Utility C, 

cable)

� BHT-BASIC 3.6 Compiler

� BHT-BASIC Remote Debugger

� IR Transfer Utility C

� DLL Pack for IR Transfer Utility C

Optional Accessories
(not supplied) 

� Optical data communication unit

� Battery charger

� Nickel hydrogen battery B-60N

� Soft case/belt case

� Neck strap

Technical Data CU-8000

BHT-8000 Series

CU-300

(1): �The attempt to make a connection could fail depending on the PC or USB hub used. First 

check if devices are compatible. The AC/DC adapter (not included in the scope of delivery) 

is needed for charging and discharging the batteries if power is not fed from the connected 

device, for example because it is switched off or in standby mode.

(2): Available shortly.

(3): ON, data transfer, BHT charging, battery charging.

CU-8001 CU-8002 CU-8021(1) CU-8011(2)

Communications

BHT <� �> CU Method IrDA-SIR Ver. 1.2 (Low Power)-compliant

Speed up to 115.2 kbit/s

CU <� �> Host Method RS-232C USB 1.1 Full-
Speed (virtual 
Com port)

Ethernet

Connector Dsub-9P USB B Type 
receptacle

RJ-45

Status indicator

LEDs 4(3) � 4(3) 4(3)

Battery Charger

Battery loaded in BHT-8000 (D) Charge time  
Battery alone
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Power source

AC/DC adapter From a connection part AC/DC adapter




