
Dimensions in mm

GT-10

82 165

103

Technical Data BA10-RKU

(1): Connection ranges depend on a working environment.

Software

� �Set-up software

Optional Accessories
(not supplied)

� �Unit charger (CH-GT-10N)

� �Connecting cable

� �AC/DC adapter (only with RS-232C version)

� �Stand: can be used as desktop or wall 

stand

� �Hands-free stand: variably adjustable

� ��Hanging straps: The hanging straps keep 

the GT-10 a safe distance from forklift 

trucks, conveyor belts etc.

� ��Stand for ceiling mounting

� Hip case

Communication-Adapter BA10-RKU

For Bluetooth® (wireless communication)

System Bluetoothfi Speci�cation Ver 1.1

Power Class 2

Pro�l Serial Port Pro�le

Range min. 10 m(1)

For Host ( cable communication)

Serial I/F System RS-232C

Übertragungsgeschw. from 1 .2 kbit/s to 115.2 kbit/s

Keyboard I/F System PS/2 Keyboard I/F

Level CMOS Level

USB I/F System USB Speci�cation Revision 1.1

Mode of operation USB Keyboard I/F, USB-COM I/F

Power supply

RS-232C I/F AC Adapter

Keyboard I/F Supplied from the connection target

USB I/F Supplied from the connection target

Weight

Approx. 20g




